DRAPE BAFFLE MATERIAL OVER
WIRE STRAND OR FENCE AND

SECURE WITH PLASTIC TIES AT
POSTS AND ON WIRE EVERY 12"

5 STEEL POSTS (TYP.)

T

< TOP OF COIR BAFFLE MATERIAL SHOULD BE 6" (MIN.)

9 GUAGE MIN. HIGH

TENSION WIRE STRAND /
SHALL BE SECURED TO ,
POST TO SUPPORT COIR 3
BAFFLE MATERIAL
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TEMPORARY SEDIMENT TRAP, ROCK
DAM, SKIMMER SEDIMENT BASIN OR
TEMPORARY SEDIMENT BASIN

INLET ZONE
25% OF SURFACE AREA

FIRST CHAMBER

25% OF SURFACE AREA
SECOND CHAMBER

25% OF SURFACE AREA
OUTLET ZONE

25% OF SURFACE AREA

5 CREST
WIDTH

CLASS | RIP RAP

a 11 GAUGE
LANDSCAPING STAPLE
(1" WIDE x 12" MIN.

— HIGHER THAN THE INVERT OF THE SPILLWAY, AND 2"
(MIN.) LOWER THAN THE TOP OF THE BERMS.

STAKE TO SUPPORT WIRE OR INSTALL
T—POST ANCHOR TO SIDE OF BASIN

COIR BAFFLE MATERIAL

LENGTH) AT 12" MAX. O.C.

AN NN

03
KX

11 GAUGE
\STEEL POST, 2'-0" DEPTH BURY

LANDSCAPING STAPLE
(1" WIDE x 12" MIN.
LENGTH) AT 12" MAX. O.C.

NOTES:

1. INSTALL BAFFLES IN THE TEMP. SEDIMENT TRAP. THE PERCENT OF
SURFACE AREA FOR EACH SECTION OF THE BAFFLE ARE:

—INLET ZONE: 25%
—FIRST CELL: 25%
—SECOND CELL: 25%
—OUTLET ZONE: 25%

—BASINS LESS THAN 20 FT. IN LENGTH MAY USE 2 BAFFLES THAT
DIVIDE THE BASIN INTO THIRDS.
2. DO NOT SPLICE FABRIC, USE A CONTINOUS PIECE ACROSS THE BASIN.
3. BASINS LESS THAN 20 FT. IN LENGTH MAY USE 2 BAFFLES THAT DIVIDE
THE BASIN INTO THIRDS.
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